‘O’ Rings for Pipe Fittings

(inch sizes only)

n

‘O’ Ring Dimensions

Part Nom @
250 185 006 056 003

901 .093 + + - - -
902 312 125 239 = .006 .064 = .003 252 .063 328 438 .67
903 375 187 301 = .006 .064 = .003 314 .063 .390 .500 75
904 437 250 351 = .007 .072 x .003 .366 .075 454 .562 .81
905 .500 312 414 = .007 .072 = .003 428 .075 517 .625 .90
906 .562 375 468 = .007 .078 = .003 483 .083 .580 .688 .96
907 .625 437 530 = .007 .082 + .003 .545 .083 .643 .750 1.03
908 .750 .500 .644 + .007 .087 = .003 .662 .094 .769 .875 1.18
909 812 .562 .706 = .007 .097 + .003 125 .094 .832 .938 1.25
910 875 625 755 = .009 .097 +x .003 A75 107 .896 1.000 1.34
911 1.000 .687 .863 = .009 116+ .004 .884 125 1.023 1.156 1.55
912 1.062 .750 924 + .009 116 £ .004 947 125 1.086 1.234 1.61
913 1.125 812 986 = .009 116+ .004 - - - - -
914 1.187 875 1.048 + .010 116 £ .004 1.072 125 1.211 1.362 1.75
916 1.312 1.000 1.171 £ .010 116+ .004 1.197 125 1.336 1.487 1.91
918 1.500 1.125 1.355 + .012 116 £ .004 1.384 125 1.524 1.675 2.04
920 1.625 1.250 1475 = .014 118 = .004 1.509 125 1.648 1.800 217
924 1.875 1.500 1.720 + .014 118 £ .004 1.758 125 1.898 2.050 2.38
928 2.250 1.750 2.090 x .018 118 = .004 2.133 125 2.273 2.425 2.86
932 2.500 2.000 2.337 = .018 118 + .004 2.383 125 2.524 2.675 3.17
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